
Pakage No. Description of Items  Amount in BDT 
including Vat & Tax  

A Cost for Prefabricated Steel Structure -                                

B Cost for Civil, Electrical & Sanitary Work -                                

-                                

University of Asia Pacific
University Engineering Office

Vertical Extension of 1(one) Floor at Roof Top of UAP Main Campus 
Building by Prefabricated Steel Structure

Summary of Total Cost of the Project

Grand Total Cost 



SL Description of Items  Amount in BDT 
including Vat & Tax  

A General Site Facilities -                               

B Civil Work -                               

C Sanitary Work -                               

D Electrical Work -                               

-                               Total Cost for Pakage B

University of Asia Pacific
University Engineering Office

Vertical Extension of 1(one) Floor at Roof Top of UAP Main Campus 
Building by Prefabricated Steel Structure

Summary of Cost for Pakage B (Civil, Electrical and Saniatry 
Works:)



ITEM 
No. GENERAL SITE FACILITIES AND SAFETY Qty Unit  Rate including 

VAT & Tax 
 Cost including 

VAT & Tax 

1

Site Mobilization:
Mobilization of man power, materials and equipment, preparation of 
site, clearing of all existing debris to a safe distance etc. all complete as 
per direction of the Engineer.

1 Job -                        

2

Safety Canopy: Supplying temporary safety canopy around 
construction work place where public safety is likely to be endangered 
due to construction activities; which shall be made of truss system of 
steel sections (main frame) at 1800 mm c/c with purlins @ 750 mm c/c, 
making flooring system by corrugated galvanized iron sheets of 
thickness 0.45 mm, laying wire mesh net on iron sheets, providing 
continuous gutter along the edges of the building with downpipe @ 
6000mm c/c, including fitting and fixing in position providing 
necessary anchors, cables, wires, ties etc. by standard anchoring and 
welding, nut-bolts etc. all complete and accepted by the Engineer-in-
charge.

             10,000 sft

3
Safety of Workers: Providing necessary facilities in construction site 
for maintaining site safety of 30 nos construction worker including 
safety helmet, safety belt, apron, gumboot, goggles etc.

1 Job -                        

4

Safety of Inspection Team Members:  Providing necessary facilities 
in construction site for maintaining site safety of 10 nos construction 
inspection team member including safety helmet, safety goggles etc. 1 Job -                        

Vertical Extension of 1 Floor at Roof Top of UAP Campus Building

BOQ for General Site Facilities and Civil Works:

Pakage B: Civil Construction, Electrical and Plumbing Works



Pakage B: Civil Construction, Electrical and Plumbing Works

5

Work Schedule/Program:  Preparation & submission of work 
programme / schedule to the Engineer-in-charge for approval prior 
ground breaking showing the events (works) and successive sub-events 
of works including all the management & control parameters.

1 Job -                        

6

As Built Drawing:  Providing 3 sets as-built drawings subject to 
Engineer’s approval produced in AutoCAD software in 584.5 mm x 
413.5 mm (A-2 size) standard drawing paper. The as-built drawings 
must show the permanent works as actually constructed and reflect the 
revision of drawings supplied to the contractor during the Contract. 
(One set of as-built drawings shall be considered for measurement and 
payment)

1 Job -                        

-                        

ITEM 
No. CIVIL WORKS Qty Unit  Rate including 

VAT & Tax 
 Cost including 

VAT & Tax 

1
Layout Work:  Giving the layout at site of the proposed structure and 
taking approval of the layout from the Consultant and the Employer 
before commencing of the work.

             15,500 sft -                        

2

5" Brick Work:  5" brick works with first class bricks with cement 
sand (F.M. 1.2) mortar (1:4) and making bond with connected walls 
including necessary scaffolding, raking out joints, cleaning and soaking 
the bricks for at least 24 hours before use etc. all complete and accepted 
by the Engineer-in-charge. (Cement: CEM-II, Fresh//Crown or 
Equivalent).

               4,984 sft -                        

3

10" brick works: with first class bricks with cement sand (F.M. 1.2) 
mortar (1:4) and making bond with connected walls including necessary 
scaffolding, raking out joints, cleaning and soaking the bricks for at 
least 24 hours before use all complete and accepted by the Engineer-in-
charge. (Cement: CEM-II, Fresh/Crown or Equivalent).

                  880 cft -                        

Sub Total Cost for General Site Facilities



Pakage B: Civil Construction, Electrical and Plumbing Works

4

20" brick works: with first class bricks with cement sand (F.M. 1.2) 
mortar (1:4) and making bond with connected walls including necessary 
scaffolding, raking out joints, cleaning and soaking the bricks for at 
least 24 hours before use all complete and accepted by the Engineer-in-
charge. (Cement: CEM-II, Fresh/Crown or Equivalent).

                  300 cft

5
Sand filling in foundation trenches and plinth with sand having 
minimum F.M. 0.8 in 75 mm layers including leveling, watering and 
compaction all complete and accepted by the Engineer-in-charge.

               7,040 cft -                        

6 CorkSheet:  Supply and Installation of Cork sheet, thickness 75 mm in 
the floor of class rooms.                   100 sft -                        

7

One layer brick flat soling in foundation and floor or in floor with 
1st class brick including preparation of bed and filling the interstices 
with local sand, leveling etc. complete and accepted by the Engineer-in-
charge.

               100.0 sft -                      -                        

8

Cement Concret works: Cement concret works with minimum cement 
content relates to mix ratio 1:2:4 having maximum water cement ratio = 
0.40 and minimum f'cr = 33.5 MPa, satisfying a specified compressive 
strength f’c = 25 MPa at 28 days on standard cylinders as per standard 
practice of Code ACI/BNBC

                  100 cft -                        

9

Reinforced cement concrete works: Reinforced cement concrete 
works with minimum cement content relates to mix ratio 1:1.5:3 having 
maximum water cement ratio = 0.40 and minimum f'cr = 33.5 MPa, 
satisfying a specified compressive strength f’c = 25 MPa at 28 days on 
standard cylinders as per standard practice of Code ACI / BNBC 
including chipping, drilling for MS bar into floor.

               6,000 cft -                        

10 Water Proofing Chemicals:  Supply and mixing of water proofing 
chemical with the RCC.                   300 Ltr -                        



Pakage B: Civil Construction, Electrical and Plumbing Works

11

Damp proof course (DPC) with Neat Cement Finish (1:1.5:3) of 
50mm of cement concrete with cement, sand and stone chips 
including breaking of chips, screening, centering, shuttering, casting, 
curing and finishing with a coat of bitumen including the supply of 
water, electricity, costs of tools & plants and other charges etc. all 
complete and accepted by Engineer-in-charge.

             21,000 sft -                        

12

Centering and shuttering, including strutting, propping etc. (The 
formwork must be rigid enough both in and out of plane, to make the 
concrete surface true to the designed shape and size by using necessary 
MS sheets of minimum 16 BWG, angles of minimum size 40 mm x 40 
mm x 5 mm, flat bars etc.) and removal of form work.

                  500 sft -                        

13

Supplying, fabrication and fixing of Ribbed or Deformed MS Bar: 
Grade 400 (B400DWR / B420DWR: complying BDS ISO 6935-2:2016 
/ ASTM A615) ribbed or deformed bar produced and marked according 
to Bangladesh standard, with minimum yield strength, fy (ReH)= 400 
MPa but fy not exceeding 480 MPa and whatever is the actual yield 
strength within allowable limit as per BNBC/ ACI 318.

             10,000 kg -                        

14

Inside & Outside Plaster Work: Minimum 12 mm thick cement sand 
(F.M. 1.2) plaster (1:4) with fresh cement to both inner-and outer 
surface of wall, finishing the corner and edges including washing of 
sand, cleaning the surface, curing at least for 7 days, all complete and 
accepted by the Engineer-incharge.

             100.00 sft -                        

15

Flush pointing to brick wall with cement sand (F.M. 1.2) mortar (1:2) 
with cement including raking out the joints, curing at least for 7 days 
complete in all respect as per drawing and accepted by the Engineer-in-
charge.

            2,000.0 sft -                        



Pakage B: Civil Construction, Electrical and Plumbing Works

16

HOMOGENEOUS FLOOR TILE , Size:  24"x24" (RAK or 
Equivalent):
Supplying, fitting and fixing homogeneous floor tiles [24” x24”] of 
approved size and quality on 20 mm thick cement mortar (1:2) base and 
raking out the joints with white cement including cutting by electric 
disk cutter and laying tiles in proper way in/c chipping or dismantling 
of existing floor if necessary and finishing with care etc., complete in 
all respect as per design drawing and direction of the Engineer in 
Charge.

            9,570.0 -                        

17

HOMOGENEOUS FLOOR TILE Size: 12"x12" (Toilet) (RAK)
Supplying, fitting and fixing homogeneous floor tiles[12” x 12”] RAK] 
of approved size and quality on 20 mm thick cement mortar (1:2) base 
and raking out the joints with white cement and coloured pigment, 
complete in all respect as per design drawing and direction of UAP 
Authority.

               900.0 sft -                        

18

RAK WALL  TILES (12"x 16") FOR TOILET WALL  
Supplying, fitting and fixing homogeneous Stair tiles (12"x 16") 
RAK/GW] of approved size and quality on 20 mm thick cement sand 
(1:2) mortar (1 : 4) base and raking out the joints with white cement 
and coloured pigment, complete in all respect as per design drawing 
and direction of UAP Authority.

            3,630.0 sft -                        

19

Supplying and setting 12 mm thick Italian or equivalent granite 
stone of approved quality complying accepted National/ International 
standards, texture and size on Basin Counter Slab with 12 mm thick 
cement sand, filling the joints with white cement, cutting and grinding 
the top surface, finishing etc complete in all respect and accepted by the 
Engineer-in-charge.

                 80.0 sft -                        



Pakage B: Civil Construction, Electrical and Plumbing Works

20

Pavement tiles of size (L 8"xW4"xH2")  (Mirpur Ceramics, 
klinker paver:) Supplying, fitting and fixing 20 mm to 25 mm thick 
machine made cement pavement tiles having minimum compressive 
strength of 27 MPa, irrespective of color &/or design, with 20 mm thick 
cement sand (F.M. 1.2) mortar (1:4) base and making the joints 
carefully in true straight line including cutting, laying all complete in all 
respect and accepted by the Engineer-in-charge.

             11,209 sft -                        

21

Supplying, fitting and fixing 12 mm thick particle board in walling 
with best quality and well seasoned garjan wood frame of section of 50 
mm x 25 mm at 600 mm x 600 mm in grid, including grove where 
necessary, fitted and fixed to wall by plugs, nails, screws etc. 
maintaining leveled and finished exposed faces including. making holes 
in wall and mending good the damages, if any during execution of the 
work, all complete as per design, approved sample and accepted by the 
Engineer-in-charge. All sizes of wood are finished. All Garjan wood 
frames must be protected from termites, cockroach and other insects. 
Measurement will be taken as per finished surface area

             15,000 sft -                        



Pakage B: Civil Construction, Electrical and Plumbing Works

22

Supplying, fitting and fixing of 15 mm thick Fire retardant, heat 
Insulated, Acoustic Mineral fiber board ceiling, (drop/ plain/ 
straight/ curve) (Made in UK/Germany/ Italy/ France or equivalent 
quality product) with high grade mineral wool, surface finish with 
white ultra vinyl latex paint, surface treatment-film coating, anti-fungal 
& anti bacterial humidity resistant greater than 90%, light reflectivity 
more than 90%, NRC value 0.60- 0.90, density-290-315 kg/m3, size of 
board: 600 mm x 600 mm, of incombustible materials, framing by 
aluminium T-bar of natural anodized finish suspended in 600 mm x 600 
mm grid from ceiling using butterfly hanger with adjustable clip/ 
locking clips etc. including cost of all materials, electricity, accessories, 
scaffoldings, labour for installation, screws, nails, rivet etc. all complete 
as per drawing, architectural and acoustic design (NRC 0.6-0.9) and 
accepted by the Engineer-in-charge. Measurement will be taken as per 
finished surface area.

               8,000 sft -                        

23

GYPSUM BOARD CEILING (Star)
Supply, fitting and fixing of 10 mm Gypsum board false (PARTEX) 
ceiling over powder coated T-bar of section 1" X 1.5" and L-angle of 
section 1" X 1" at edges, at 2'-0" X 2'-0" grid suspended ceiling by 
royal plug, iron angles, screws, hooks, nails etc. maintaining straight 
lines and desired finished level at bottom face with vertical or beams by 
electric drill machine and mending damage if any during the materials, 
accessories, scaffolding, labour for installation etc. all complete as per 
design, direction and full satisfaction of the Project in Charge.

               3,500 sft -                        

24

SOLID FLUSH DOOR SHUTTER WITH FRAME
Supply, fitting & fixing of best quality 37mm thick Garzon solid flush 
door including  frame by best quality seasoned Garzon wood 2.5" X 6" 
section with supply of best quality hardware, 4" metal hinges, clamps, 
coal tarring of frame etc. all complete as per direction and full 
satisfaction of the UAP authority.

                    13 no.s -                        



Pakage B: Civil Construction, Electrical and Plumbing Works

25

10 MM THICK FIXED CLEAR GLASS PARTITION WITH 25 
MM SS "U" SECTION (PARTITION HEIGHT 7'-0"):
Supply, fitting & fixing of Aluminum fixed partition with 25 mm "U" 
section of “Silver” Color of  “Chung Hua” Brand having wall thickness  
of not less then 15 micron with 10 mm thick clear glass, all complete as 
per direction & full satisfaction of the UAP Authority.

                  100 sft -                        

26

Single leaf Tempered glass door ( Size : 750mm X 2100mm) for 
Main Entry : Supply, fitting & fixing of 10 mm Glass door shutter 
with patch fitting.  VVP brand concealed auto closer (Origin: 
Thailand, Model: GHD BOO-26NM # 09-22) at lower side, stainless 
steel Long square bar handle, lower side lock, hinge & design, direction 
and full satisfaction of the UAP Authority .Handle Size : 450 mm Long 

                    10 nos. -                        

27
Glass Window with metal frame: Supply, fitting and fixing of 8 mm 
tempered glass window with metal fram to be fitted in the steel 
structure as per drawing.

                  500 SFT

28

WEATHER COAT (Berger)
Painting work in 3 coats of weather coat (Burger) of approved colour 
and quality over a coat of primer seal including cleaning the surface, 
rubbing by pumice stone, sand papering, synthetic putty and necessary 
scaffolding for all floors etc. all complete as per  direction and full 
satisfaction of the Project in Charge.

            1,000.0 sft -                        

29

PLASTIC PAINT (Berger)
Painting work with 2 coats of plastic (Berger) paint of aprroved colour 
and quality over a coat of primer seal including cleaning the surface, 
rubbing by pumice stone, sand papering, synthetic putty and necessary 
scaffolding for all floors etc. all complete as per design, direction and 
full satisfaction of the Project in Charge.

             15,000 sft -                        



Pakage B: Civil Construction, Electrical and Plumbing Works

30

ENAMEL PAINT (Berger)
Painting work with 2 coats of enamel paint (Berger) as per approved 
colour and quality over a coat of primer seal including cleaning the 
surface, sand papering, putty and necessary scaffolding for all floors 
etc. all complete as per design, direction and full satisfaction of the  the 
Project in Charge.

                  500 sft -                        

31

DOOR LOCK
Supply, fitting & fixing of round cylinder type Imported door lock in 
position of best quality silver colour with all required accessories 
ensuring minimum injury to door shutter and frame etc. all complete as 
per direction and full satisfaction of the UAP authority.

                    25 Nos. -                        

32

DOOR CLOSER
Supply, fitting & fixing of imported door closer of approved quality in 
position including all accessories, ensuring minimum injury to door 
shutter and frame etc. all complete as per direction and full satisfaction 
of the UAP authority.

                    25 Nos. -                        

33 MS Stair for entrance of Lift Machine Room: Supply and 
Installation of MS Stair for the Lift Machine Room.                       1 Job -                        

34 MS Gratings:  Supply, Fitting & Fixing of MS Gratings made of MS 
square bar on the RCC Drain as per drawing.                   150 sft -                        

-                        Sub Total Cost for Civil Works



ITEM 
No. SANITARY WORKS  Qty Unit  Rate including 

VAT & Tax 
 Cost including 

VAT & Tax 

1

COMMODE WITH LOW DOWN
Supply, fitting & fixing of RAK combi commode set with low 
down of gray/white color with other fittings etc. all complete as 
per full satisfaction of Engineer in charge.  (RAK Metropolitan)

                10 Nos. -                        

2

COUNTER BASIN (RAK-Mira)
Supply, fitting & fixing of over counter basin size 17" X 21" of 
approved quality with necessary hardware etc. all complete as per 
full satisfaction of Architect/Engineer in charge.

6.00             Nos. -                        

3

PADESTAL BASIN (RAK-600 Series)
Supply, fitting & fixing of padestal basin size 16" X 20" of
approved quality with necessary hardware etc. all complete as per
full satisfaction of Architect/Engineer in charge.

6                  Nos.

4 Urnial:  Supply and Fitting of RAK Urinal at Male Toilet.                   1 Nos. -                        

SANITARY FITTINGS
Supply, fitting & fixing of toilet fittings of approved quality with 
necessary hardware etc. all complete as per full satisfaction of 
Architect/Engineer / UAP authority.

-                        

Angle Stop Cock (Brand: Sattar/Sharif, model 1024)                 34 Nos. -                        

Bib cock (Brand: Sattar/Sharif, model 0127 AN)                   4 Nos. -                        

Two in one bib cock (Brand-Sattar/Sharif )-SM 7274                   5 Nos. -                        

Toilet hand shower (Jopex)                 10 Nos. -                        

Gratings net (jali) 5" (Brand:sattar)                 20 Nos. -                        

Paper holder (Sattar/Sharif Brand)                 10 Nos. -                        

BOQ for Sanitary / Plumbing Works:



Soap case  Steel   (Brand: sattar, model 786116)                   4 Nos. -                        

Liquid soap despenser (Brand: Linda/maria)                   8 -                        

Pillar cock  (Brand: sattar, model 0017AN) 13                Nos.

Connection pipe  (Jopex) 25                Nos.

Magic pipe 1.25" (jopex) 18                Nos.

Coat hook (Double hook- china) 14                Nos.

Kitchen Sink 16"x20"  (Brand:sattar, model:SKS6) 1                  Nos.

Basin waste (Brand: sattar, model 0035G) 14                Nos.

Urinal waste  (Brand: sattar, model 0035G) 1                  Nos.

Mirror with PVC frame (24"x18") 12                Nos.

Moving Sink Cock  (Brand: sattar, model 0068AN) 1                  Nos.

6

G.I PIPE [FRESH WATER LINE FOR TOILETS, WASH ]
Supplying, fitting and fixing best quality G.I pipe of required dia 
with all special fittings, such as bends, elbows, sockets, reducing 
sockets, tees, unions, jumnuts, etc. in/c cutting grooves where 
necessary and fitting the same in concealed way with cement 
mortar, making holes in walls and floors and mending good the 
damages etc, complete in all respect as per design drawing and 
direction of UAP Authority. 

2.00 Job -                        

7

CPVC PIPE [FRESH WATER LINE FOR TOILETS &
WASH
Supplying, fitting and fixing best quality CPVC (Brand: Era) pipe
of required dia with all special fittings, such as bends, elbows,
sockets, reducing sockets, tees, unions, jumnuts, etc. in/c cutting
grooves where necessary and fitting the same in concealed way
with cement mortar, making holes in walls and floors and
mending good the damages etc, complete in all respect as per
design drawing and direction of Engineer-in-Charge . 

2.00 Job -                        

5



8

EXTERNAL UPVC PIPE WIRING [SOIL & WASTE 
WATER]
Supplying, fitting and fixing of best quality  UPVC pipe(Brand: 
National Polimer) of required dia with all special fittings, such as 
bends, elbows, sockets, reducing sockets, tees, unions, jumnuts, 
etc. complete in all respect as per design drawing and direction of 
Engineer-in-Charge. (Two Side)

             2.00 Job

9

PVC FLOOR MAT FOR ENTRY
Supply, fitting & fixing of imported best quality PVC floor mat 
double layer of approved colour, cutting with fine finish etc. all 
complete as per design, direction and full satisfaction of the UAP 
authority. 

              120 sft. -                        

-                        Sub Total for Sanitary Works



Sl.No. Items/ Particulars Quantity Unit  Rate including 
VAT & Tax 

 Cost including 
VAT & Tax 

D. ELECTRICAL WORK:

1 ELECTRICAL WIRING

Electrical Safety Certificate with Single Line Diagram (Contractor will
have to provide Electrical Safety Certificate from a IEB certified BSc.
Electrical Engineer/Firm after completion of work. )

               1.00 job                           -   

2 PVC PIPE WORK                           -   

CONCEALED / EXPOSED CONDUIT
(Brand: Aziz / Npoly / RFL)
Supply and laying of following water grade PVC pipe on wall / roof /
above false ceiling / Tray with galvanized saddle / hanger as per routing
shown in the drawing, specification and direction for electrical wiring /
Air conditioner drain line. The rate shall be inclusive the cost of
accessories such as bends, tees, sockets, circular boxes, pull wire, groove
cutting for electrical wiring & Air conditioner Drain line etc. all complete
as per design and direction and full satisfaction of UAP Authority.

                          -   

3/4" dia PVC Pipe            800.00 pcs                           -   

1" dia PVC Pipe         1,000.00 pcs                           -   

1.5" dia PVC Pipe                   -   pcs                           -   

3/4" dia flexible Pipe            100.00 coil                           -   

1.5" dia flexible                   -   coil                           -   

Clamps/saddles(1 ")         1,000.00 Nos                           -   

Clamps/saddles(1.5 ")         1,000.00 Nos                           -   

PVC Couplers              50.00 Nos                           -   

BOQ for Electrical Works:



Junction boxes            100.00 Nos                           -   

Switch Box/Gang Box ( Steel Gang)            500.00 Nos                           -   

PVC Bends         1,000.00 Nos                           -   

Draw wire (Fish Wire)                1.00 rft                           -   

Miscellaneous consumables (screws, tape, binding wire)                1.00 L.s                           -   

Cable Ties (8"/10")            300.00 Packet                           -   

Fan Box              70.00 Nos                           -   

Pvc M.K board (WENER,SUPERSTAR)            300.00 pcs                           -   

3 CABLE WORK (BRB / BBS)                           -   

A. Supply & installation including termination of PVC insulated or PVC
sheathed single core fire protected cable including all accessories of
following sizes all complete as per design and direction and full
satisfaction of UAP Authority.

                          -   

1 X 1.5 rm BYA-FRLS cable RED (7 Wire) BRB/BBS              80.00 coil                           -   

1 X 1.5 rm BYA-FRLS cable (7 Wire) BLACK BRB/BBS              60.00 coil                           -   

2 X 2.5 rm BYA-FRLS  cable (7 Wire) BRB/BBS              70.00 coil                           -   

1 X 4.0 rm BYA-FRLS  cable RED (7 Wire)  BRB/BBS              40.00 coil                           -   

1X 4.0 rm BYA-FRLS  cable BLACK (7 Wire)  BRB/BBS              40.00 coil                           -   

1 X 4.0 rm BYA-FRLS  cable Earthing (7 Wire)  BRB/BBS              50.00 coil                           -   

1 X 6.0 rm BYA-FRLS  cable (7 Wire, Green, Earthing)  BRB/BBS              40.00 coil                           -   

3X 10 rm NYY Cable  BRB/BBS            700.00 mtr                           -   

4

SUB DISTRIBUTION BOARD WITH BREAKER
Supply and installation of Sub Distribution Board (SDB) with metal
enclosed Docu painted and required cover, nuts, bolts etc. Having
knockout for conduit/cables entry and exit (Bottom/top as required) for
415/240V TP & N/SP&N operations. The box should have cable and
breaker marking. All complete as per design, direction and full
satisfaction of UAP Authority.

               5.00 pcs                           -   

DB Board 300 A (ABB/Schneider)                5.00 pcs                           -   



TP MCCB 250 A (ABB/Schneider)                5.00 pcs                           -   

63 A TP MCCB (ABB/Schneider) (Adjustable)                5.00 pcs                           -   

40A SP MCB  (ABB/Schneider) -              30.00 pcs                           -   

20A DP MCB  (ABB/Schneider)              40.00 pcs                           -   

20A SP MCB  (ABB/Schneider)              70.00 pcs                           -   

10A SP MCB (ABB/Schneider)            100.00 pcs                           -   

8-hole circuit breaker box 30 pcs                           -   

One hole circuit box 50 pcs                           -   

5 LIGHT FITTINGS                            -   

LED Panel LIGHT 12W
Supply, fitting & fixing of 12 Watt LED spot light of approved color
(white) & shape (round) including conceal type shade with other
necessary accessories etc. all complete up to testing & commissioning as
per direction and full satisfaction of UAP Authority. Brand: Energy plus /
Energypac or Equivalent

           100.00 nos                           -   

LED PANEL LIGHT 18W (Round/Square)
Supply, fitting & fixing of 12 Watt LED Panel light, approved color
(white) & size including conceal / surface type shade with other necessary
accessories etc. all complete up to testing & commissioning as per
direction and full satisfaction of UAP Authority. Brand: Energy plus /
Energypac or Equivalent

           100.00 nos                           -   

LED TUBE LIGHT T5 40W
Supply, fitting & fixing of 4' T5 LED tube light (40W) with shade. All
complete up to testing & commissioning as per direction and full
satisfaction of UAP Authority.
Brand: Energy plus / Energypac or Equivalent

             60.00 nos                           -   



6

SWITCH/ SOCKET
Supply and installation (including screw, steel / PVC box and all other
accessories etc. all complete) of following switch and socket of approved
quality. Need to ensure switch & socket marking / numbering for UPS /
Generator Power / Commercial Power.
Brand: WENER,SUPERSTAR or Equivalent

                          -   

5A, 2 Gang (1 way)  switch            100.00 Pcs                           -   

5A, 3 Gang (1 way)  switch            100.00 pcs                           -   

5A, 4 Gang (1 way)  switch            200.00 pcs                           -   

Fan Dimmer (WENER,SUPERSTAR)              70.00 pcs                           -   

20A DP Switch                1.00 pcs                           -   

16A, 6 pin multi combined socket (WENER,SUPERSTAR)            100.00 pcs                           -   

Supply & installation of Multi socket with extension cable (length: 5M), 
Brand- Energy Pac/ Equivalent              10.00 Pcs                           -   

7 CEILING, WALL EXHAUST/ STAND FAN                           -   

Celling fan 56 inch (BRB)              70.00 pcs                           -   

Fan Hock              70.00 pcs                           -   

Pedestal Fan (Brand: Mira /BRB / Vision) Supply and installation of 
220V, stand fan including all accessories, all complete up to testing & 
commissioning as per direction and full satisfaction of UAP Authority. 
Warranty: 12 months

             10.00 Pcs                           -   

Exhaust FAN Plastic (Brand: Mira / National)
Supply and installation of 220V, 50Hz fan of 10"/12" dia including all
accessories etc. all complete up to testing & commissioning as per
direction and full satisfaction of UAP Authority. Type : Wall

               5.00 Pcs                           -   

8

EARTHING WORK (For Netrural  &  Earth)
Boring depth : 120ft. or more (till getting standard measurement)
Measurements in socket: Electrical Earthing from 0.01 volt to 0.9 volt, or
E-N=below 0.5 ohm. Copper Strip (4SWG wire) up to the MDB, Copper
rod (4SWG) end of the strip (1 meter)

               1.00 Job                           -   



9 Extension of Lighting Protection System (LPS) up to 1 floor at the top
of metal structure.                1.00 job                           -   

10 Multi plug - RFL              20.00 pcs                           -   

11 Supply & Installation of Fire Extinguishers - ABC Powder -5 kg              20.00 pcs                           -   

12 Supply & Installation of Fire Extinguishers - CO2 -5 kg              30.00 pcs                           -   

13 Supply & Installation of Automatic Fire Extinguisher (Fire Ball)              50.00 pcs                           -   

                          -   Sub Total Cost for Electrical Works



ITEM 
No. Description of Item  Qty Unit  Rate including 

VAT & Tax 
 Cost including 

VAT & Tax 

1 Chemical Bolt ( 16 mm Dia, 150 mm Length) 1,404              Pcs

2 MS Box For Column(100x50x4mm ) 5,000              Rft

3 MS Box For Rafter(150x100x5mm) 1,500              Rft

4 MS Box For Rafter(100x100x5mm) 700                 Rft

5 MS Box For Purlin(50x50x2mm) 10,600            Rft

6 Supply and installation of MS Box (4" x 4"), Thickness: 5 mm, 
for MS Column, Beam etc. as per drawing.                  100 RFT

7 Supply and installation of MS Box (1.25" x 1.25"), Thickness: 2 
mm, for Window Frame as per drawing                  200 RFT

8 Supply and installation of MS Box (0.5" x 0.5"), Thickness: 2 
mm, for Window Frame as per drawing                  200 RFT

9 MS Plate for Column(250x250x12mm) 351                 Pcs

10 MS Pipe for Column (75 mm dia 3 mm thickness) (Walkway) 360                 Rft

11 MS Plain sheet for Wall (2mm thickness) 18,000            Sft

12 0.50 mm thickness Roof sheet, Gable Trims, Gutter etc. (Japan) 17,000            Sft

Vertical Extension of 1 Floor at Roof Top of UAP Campus Building
Pakage A: Prefebricated Steel Structure

BOQ for Prefebricated Steel Structure



13 Gutter Strip 280                 Pcs

14 Fasteners 9,500              Pcs

15 Silicon 40                   Pcs

16 50 mm thickness Glass Wool for Wall 15,000            Sft

17 5 mm Thickness Double bubble insulation 11,000            Sft

18 4'' uPvc Down Pipe 680                 Rft

19

Supplying, fitting and fixing single leaf metal door frame for 
all floors made with 38 mm x 38 mm x 6 mm M.S. angle, fixing 
125 mm long 6 nos. iron clamps of same size (with one end 
bifurcated) with the vertical members of the frame, fixing the 
frame in steel structure fixing 4 nos. 100 mm size iron hinges 
with the vertical members of the frame, all complete including 
cutting, sizing, welding, fabricating, carriage from workshop to 
site including local carriage, curing etc. as per plan and drawing 
etc. all complete and accepted by the Engineer-in–charge.

                 198 RFT

20

Supplying, fitting and fixing M.S. door shutters made with 38 
mm x 38 mm x 6 mm angle outer frame, inner member 25 mm x 
6 mm F.I. bar, cladding with 16 BWG M.S. sheet, 04 nos 75 mm 
long hinge, 02 nos. locking arrangement with 50 mm x 50 mm x 
6 mm M.S. angle chowkat all complete and accepted by the 
Engineer-in-charge.

                 300 SFT

21 Glass Window: Supply, fitting and fixing of 8 mm tempered 
glass window to be fitted in the steel structure.                  500 SFT

22 Supply and Installation of MS "L Angle" of Size (2" x 2") to 
be used at window                  100 SFT

23
Supply and Installation of MS "L Angle" of Size (2" x 2") to 
be used at window                  100 SFT



24
Supply and installation of 4" dia MS Pipe for draining of rain 
water                  200 RFT

25
Supply and installation of Industrial Corrugated Sheet for 
classroom and faculty room shed                  100 SFT

26 Heat Paint                  100 SFT

27 MS sheet Cutting & Bending                      1 Job

28 Continous Welding in MS Box, Sheet etc.               1,000 RFT -                      

29 Transportation with loading & unloading 1                     LS

30 Enamel Paint 56,000            Sft

31 Erection of Structure with good Finishing 11,000            Sft

-                      Sub Total Cost for Prefab Steel Structure
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